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Minor ‘PRE MEET’ Section Car Inspection 
 

 
Form Instructions 
This form is to be used by a Car Assessor to perform a ‘Pre Meet’ Minor Section Car Inspection prior to the car going on 
track and is to be used in conjunction with PR-5 Section Car Asset Inspections, Mechanical standards 2.18.1.1 and FM-28 
Accreditation and Prohibition-of-Use Labels. 

 
All items are compulsory. A failure to meet standard requirements of these items the car will be subject to repair and 
subsequent   prohibition-of-use. Owners of the Section Car shall be provided with an opportunity to assist in the 
inspection and repair of any defects to pass inspection prior to the car participating in an approved ASSCO event. 
 
Provide comments for any failure or repairs required/actioned. Ensure current Accreditation/Prohibition of Use label 
is attached to section car. 
 
 Complete all sections and send the completed form to safety@assco.com.au 

 
 

1. Car Assessor details 

Name: Member Number: 

Position:  

 
 

2. Section car details 

Rollingstock ID Number:  

Fleet Number:  

Model Type:  

Owner:  

Date of inspection:  

Location:  

mailto:safety@assco.com.au
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3. Inspection details 
3.1 Logbook 2.18.1.1.1 Conforms to standard: ☐ Yes ☐ No 
Check: Yes No  Comments: 
Does the Section Car have a logbook 
correctly filled in as per current SMS 
2.18.1.1.1 

 
☐ 

 
☐ 

 

Have all listed repairs been actioned? ☐ ☐  

Does the logbook indicate pre-meet 
essential maintenance ie greasing of 
bearings, fluid levels checked, fuel/air 
filters cleaned etc for this inspection? 

 
☐ 

 
☐ 

 

3.2 Safety Lighting  2.18.1.1.5 Conforms to standard: ☐ Yes ☐ No 
Check: Yes No  Comments: 
Are the Headlight, Taillight, Yellow 
Flashing Beacon and Flashing Brake 
Light operational? 

 
☐ 

 
☐ 

 

Is the warning device working and 
speedometer present? 

☐ ☐  

Is the battery in good condition and 
able to maintain all the Safety Lighting 
operational without charging current 
applied? 

 
☐ 

 
☐ 

 

3.3 Fuel  2.18.1.1.10 Conforms to standard: ☐ Yes ☐ No 
Check: Yes No  Comments: 
Is the fuel bowl/inline filter clear and 
free of sediment? 

☐ 
 

☐  

Are the fuel tank, fuel hose and 
connections sound with no apparent 
leaks? 

 
☐ 

 
☐ 

 

Is the spare fuel container compliant 
and securely mounted inside the car? 

☐ ☐  

3.4 Engine 2.18.1.1.3 Conforms to standard: ☐ Yes ☐ No 
Check: Yes No N/A Comments: 
Does engine start readily and idle at 
correct speed? ☐ ☐  

Does Neutral Safety Switch only allow 
car to start when gear box selector is 
in the neutral position? All in-gear 
selections to be checked to ensure 
non-starting of engine. 

☐ ☐ ☐ 

Is the charging system functional? 
☐ ☐  

 

3.5 Brakes 2.18.1.1.2 Conforms to standard: ☐ Yes ☐ No 
Check: Yes No  Comments: 
Do the brakes apply evenly on both 
sides and lock the car in 1st notch? 
Note: - 5th notch for ratchet brake 
locking. 

☐ ☐  

 

Are all brake shoes at minimum 
thickness or greater? (1.5mm/1/16”) ☐ ☐  

 

Are all brake components sound with 
split pins in place and correctly fitted? ☐ ☐  
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3.6 Wheels 2.18.1.1.7 Conforms to standard: ☐ Yes ☐ No 
Check: Yes No Wear  Comments: 
Left hand side wheels flange 
and tread thickness within 
specs? 

☐ ☐ 14” wheels 
1/8” min 

 

Right hand side wheels flange 
and tread thickness within 
specs? 

☐ ☐ 16” wheels 
5/32” min 

 

Are axle nut split pins in 
place?  ☐ ☐  

 

3.7 Safety Accessories  Conforms to standard: ☐ Yes ☐ No 
Check: Yes No  Comments: 
Are the approved tow bar, 
red flag, security chain/lock 
and ‘in date’ fire extinguisher 
with the car? 

☐ ☐  

 

4.0 Inspection result  Conforms to 2.18.1.1 
Mechanical Standards? 

☐ Yes ☐ No 

Check:  Yes No Number Comments: 
Current 
Accreditation/Prohibition of 
Use label attached? 

☐ ☐  

 

Fit for use authority: - ☐ Yes, Safe to operate ☐ No, Prohibition-of-Use 

  5.0. Declaration 
 

I declare that the information contained on this form is true and correct and is an accurate assessment/inspection of the 
section car concerned. 

Signature 

Name: Member Number: 

 
 

Signature: 

 
 

Date: 
Car Assessor notes, comments, or repairs required: 
 
 
 
 
 
 
 
 
 
 
 

Database Updated (Administration use only) 
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